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(57) Abstract: The invention relates to a machine for the production and/or treatment of strip or sheet material (20), particularly 
paper or cardboard, which is connected to at least one associated fuel cell (26) such that the thermal energy produced by the fuel 
cell unit (26) can be supplied to the machine as operating energy. Thermal energy produced by the fuel cell (26) can be supplied to 
ai least one heating section (10) of the machine, said section being embodied in such a way that it can heat or be heated during an 
operating state of the machine. 
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(57) Zusammenfassung: Die Erfindung stellt eine Maschine zur Herstellung oder/und Behandlung von Bahn- oder Blattmaterial 
20, insbesondere Papier oder Karton, bereit, welche mit wenigstens einer zugeordneten Brennstoffzelleneinheit 26 in Verbindung 
stent, derart, dass der Maschine von der Brennstoffzelleneinheit 26 erzeugte thermische Energie als Betriebsenergie zufuhrbar isL 
Insbesondere kann wenigstens einem Heizabschnitt 10 der Maschine, welcher dazu ausgelegt ist, wahrend eines Betriebszustandes 
der Maschine zu heizen oder beheizt zu werden, von der Brennstoffzelleneinheit 26 erzeugte thermische Energie als Betriebsenergie 
zufuhrbar sein. 



